Part Number 156063P

Pre-Oiled Air Filter (FR + DC) incl. rubber flange and wire cage
Can Am Commander 800/1000 / Maverick 1000R

Parts to be installed:

Picture 1:

Filter Assembly:

Foam order is important. The first layer to go into the rubber flange is the main triple stage filter with black foam against the mesh; then the single outer layer which serves as a dust cover. This one will require cleaning more often than the main filter. Install the orange wire cage as per picture 3.

Picture 2:

Picture 3:
Installation Procedure:

Step 1:
Open the airbox and take out the OEM air filter as shown on picture 4.

Picture 4:

Step 2:
Mount the Twin Air flange and filter assembly inside the airbox with the square mesh facing up and close the airbox as shown in picture 5 and 6.

Picture 5:

Twin Air Parts and Accessories
- PowerFlow Replacement Air Filter: #156063FR

Twin Air Cleaning and Oiling Products
- Bio Dirt Remover: #159004
- Liquid Bio Power: #159017
- Bio Pack (Dirt Remover / Liquid Power): #159020
- Bio Spray: #159018M
- Twin Air Bio System: #159000BIO

For more details or to purchase these or other Twin Air products go to www.twinair.com, www.twinairusa.com or visit your local Twin Air Authorized Dealer.